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Epson Stylus Pro 9600

Brand : Epson Product code: C11C473001BC

Product name : Epson Stylus Pro 9600

Epson Stylus Pro 9600 Series Photographic Dye™ Ink
Epson Stylus Pro 9600. Maximum resolution: 2880 x 1440 DPI, Print speed (best quality): 6 ft2/hr, Print
speed (normal quality): 8 ft2/hr. Maximum print size: 448 x 1608 mm, Media types supported: 44", 6",
Media thickness: 12 - 1.5 mm. USB connector: USB Type-A. Internal memory: 64 MB, Country of origin:
Japan. Power supply: 55 W, Power consumption (typical): 55 W

Printing

Print head nozzles 96 x 7
Colour * ✔
Maximum resolution * 2880 x 1440 DPI
Number of print cartridges * 7
Print speed (best quality) 6 ft2/hr
Print speed (normal quality) 8 ft2/hr
Print cartridge volume (metric) 20,000 - 360 x 360

Paper handling

Media types supported 44", 6"
Maximum print size * 448 x 1608 mm
Media thickness 12 - 1.5 mm

Ports & interfaces

USB port * ✔
USB connector USB Type-A
USB 2.0 ports quantity 1
Parallel ports quantity 1
Firewire (IEEE 1394) ports 1

Performance

Internal memory 64 MB
Country of origin Japan

Power

Power supply 55 W
Power consumption (typical) 55 W

Operational conditions

Recommended operating
temperature range (T-T) 10 - 35 °C

Operational conditions

Maximum operating temperature
range (T-T) -20 - 40 °C

Operating temperature (T-T) 10 - 35 °C
Operating relative humidity (H-H) 20 - 80%
Storage temperature (T-T) -20 - 40 °C
Storage relative humidity (H-H) 5 - 85%

System requirements

Mac compatibility ✔

Compatible operating systems
Macintosh OS 8.5.1 through 9.x Mac
OS X v 10.2.4; Windows 95, 98, Me,
NT 4.0, 2000, XP

Packaging data

Package width 820 mm
Package depth 1880 mm
Package height 845 mm
Package weight 133 kg

Other features

Minimum system requirements
Macintosh OS 8.5.1 Mac OS X v
10.2.4 Windows 95, 98, Me, NT 4.0,
2000, XP

Configuration management
description

Dual Photo-K, Photo-K + Light-K,
Matte-K + Light-K, Dual Matte -K

Ink drop 110

Safety UL1950 D3, CSA 22.2 950 D3; EMI:
FCC 15 B B, CSA C108.8 B

Print speed (black, normal quality,
A4/US Letter) 16 ppm

Logistics data

Quantity per pack 1 pc(s)
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Disclaimer. The information published here (the "Information") is based on sources that can be considered reliable, typically the manufacturer, but
this Information is provided "AS IS" and without guarantee of correctness or completeness. The Information is only indicative and can be changed at
any time without notification. No rights can be based on the Information. Suppliers or aggregators of this Information do not accept any liability with
regard to the content of (web)pages and other documents, including its Information. The publisher of the Information can not be held liable for the
content of 3rd party websites that are linking this Information or are linked to from this Information. You as the User of the Information are solely
responsible for the choice and usage of this Information. You are not entitled to transfer, copy or otherwise multiply or distribute the Information. You
are obliged to follow the directions of the copyright owner(s) with regard to the use of the Information. Exclusively Dutch law is applicable. With
regard to price and stock data on the site, the publisher followed a number of starting points, which are not necessarily relevant for your private or
business circumstances. Therefore, the price and stock data are only indicative and are subject to changes. You are personally responsible for the
way you use and apply this information. As a user of the Information or sites or documents in which this Information is included, you will adhere to
standard fair  use including avoidance of  spamming,  ripping,  intellectual-property  violations,  privacy violations,  and any other  illegal  activity.
Automated  scraping,  data  mining,  or  harvesting  for  the  purpose  of  training  machine  learning  models,  neural  networks,  or  artificial  intelligence
systems is strictly prohibited without a commercial license.
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